OVERVIEW

White poolside integrated sockets for a lane speaker, touchpad, three pushbuttons, platform and acoustic start system, in fixed cabling installations.

Threaded pins.

Dimensions: 151 x 151 mm.

Only the sets are supplied with mounting material, silicon sealant, epoxy resin and silicon grease.
TOP FEATURES
- Weather resistant
- Waterproof
- Floor level maximum 4 mm, no risk of injury
- Primary & Secondary
- Stainless steel contact
- Simple wiring contact screwed

OPTIONS
3274.049  Start deck plate adapter
3494.962  Start deck plate set with adapters & cables

SPECIFICATIONS
- Article number: 3494.951 1 Lane
  3494.956 6 Lanes
  3494.958 8 Lanes
  3494.950 10 Lanes
  3494.961 Start
- Dimensions: 153 x 153 x 29.5 mm *
  153 x 153 x 4 mm **
- Material: Resin Lexan EXL1433T
- Colour: RAL 9010
- Protection: IP ??????
- Using temperature: -20 to +60 °C

KIT CONTENTS
<table>
<thead>
<tr>
<th></th>
<th>6 Lanes</th>
<th>8 Lanes</th>
<th>10 Lanes</th>
</tr>
</thead>
<tbody>
<tr>
<td>3494.603</td>
<td>6</td>
<td>8</td>
<td>10</td>
</tr>
<tr>
<td>3494.012</td>
<td>6</td>
<td>8</td>
<td>10</td>
</tr>
<tr>
<td>9551.1505</td>
<td>75</td>
<td>100</td>
<td>125</td>
</tr>
<tr>
<td>9039.6006</td>
<td>63</td>
<td>84</td>
<td>105</td>
</tr>
<tr>
<td>9071.3543</td>
<td>1</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>9038.7047</td>
<td>2</td>
<td>2</td>
<td>2</td>
</tr>
<tr>
<td>9038.7083</td>
<td>1</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>9038.7030</td>
<td>1</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>9038.7034</td>
<td>-</td>
<td>2</td>
<td>1</td>
</tr>
<tr>
<td>9038.7085</td>
<td>2</td>
<td>2</td>
<td>3</td>
</tr>
<tr>
<td>9540.2200</td>
<td>30</td>
<td>40</td>
<td>50</td>
</tr>
<tr>
<td>9039.8588</td>
<td>30</td>
<td>40</td>
<td>50</td>
</tr>
<tr>
<td>DOC3274.511</td>
<td>1</td>
<td>1</td>
<td>1</td>
</tr>
</tbody>
</table>

EXEMPLE KIT 8 LANES
- DECKPLATE
- BRIDGE PLATE
- NUT M6 A4
- CRIMP TERMINAL M6
- CRIMP PLIERS FOR EMBOUTS CABLE DIN 46228
- SILICON PASTE RHODORSIL 100 gr.
- SILICON CARTRIDGE TRANSPARENT CAF 30 / 310 ml
- PISTOL CARTRIDGE
- C255GR RESIN 204 GR HARDENER
- RESIN BIOTHAN 2MD2170 (705 gr.) RESIN 564GR + HARDENER
- WOOD SCREWS 4 x 45 TORX
- PLUG 6 x 30
- MANUAL RESIN BIOTHAN 2MD2170

---

All the information contained in this document can be modified without warning. Swiss Timing LTD cannot be made responsible for any errors contained in this document or for any damage secondary or consequent (including the loss of profits) arising from the supplying, performance or use of this product, whether it be on the base of a guarantee, a contract or any other legal ground.