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VEGA 300 
Scoreboard

MULTISPORTS

>

The VEGA 300 scoreboard is mainly dedicated to football, rugby, ice and field hockey. Its high-tech features 
include 30 cm amber LEDs providing crystal-clear display to up to 180 m in any lightning conditions and a 55° 
vertical viewing angle allowing every spectators to read the score no matter what location they have in the 
stadium. The LED brightness is automatically adapted to the ambient light thanks to an integrated sensor. Easy 
access is allowed from the front of the VEGA 300 scoreboard for maintenance. In addition to a two-digit score 
display (0-99) for each team, the VEGA is also fitted with a four-digit display showing the play time. Optional 
team name module allow alphanumerical text to be displayed. 

Overview

VEGA 300 dimensions

VEGA Controller Unit

VEGA controller unit specifications

Options

Specifications

Example of a VEGA 300 scoreboard with its optional team names panel on top

As shown, VEGA 300 scoreboards provide excellent visibility

Article number:     3412.716                                         3412.722
Dimensions (WxHxD):                300 x 150 x 15                      300 x 48 x 15
Weight:     80 kg       40 kg
Digits height:    8 x 30 cm - 1 x 15 cm              15 x 21 cm
Power Supply:    230 VAC - 300 VA                230 VAC - 115 VA

Certifications :                        and           RoHS compliant

 VEGA 300    Team Names Panel  

Article number:      3400.900
Dimensions (W x H x D):     285 x 84 x 210 mm
Weight:       1.5 kg
Power supply:      230 VAC 
Power consumption:     12 VA
Protection class:      IP 54

3412.754 Wireless Bluetooth link (internally mounted)
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Top features

Menu-driven setup through LCD and keypad
Integrated visual flash signal
Built-in high fidelity loudspeaker
Supplied with Start / Microphone remote control 
box
Easy to use
High security level
Battery powered (charger included)

The VEGA 300 Scoreboard is controlled by this 
unit, which allows simple and user-friendly 
operation. Firmware updates are published on our 
website on a regular basis.


